


S7-25C CENTER CHANNEL

The center channel is the center piece of your home cinema 
system. The Studio7 S7-25C has been voiced to complement 
the floorstanding & bookshelf speakers of the Studio7 series.
With a 1-inch (2,54 cm) tweeter and two 5.5-inch woofers 
(14 cm), the S7-25C center speaker is designed to be placed 
below your screen to deliver detailed, precise, clear voices 
and dialogues when you watch your favorite movies, shows, 
series or concerts.
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S7-43C CENTER CHANNEL

The Studio7 S7-43C also works with the floorstanding & 
bookshelf speakers of the Studio7 series. With a 1-inch (2,54 
cm) tweeter and four 3.3-inch (8,4 cm) woofers, the S7-43C 
center channel is very slim to compliment today’s flat-screen 
TVs with an unobtrusive footprint. Every care was taken to 
ensure the same performance is enjoyed bot on and off the 
listening axis. This center channel makes you catch every note 
and every nuance of the dialogue in your favorite movies, 
music, and games.
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S7-27F S7-25F S7-17B S7-15B S7-25C S7-43C

Floorstanding 
speaker

Floorstanding 
speaker

Bookshelf 
speaker

Bookshelf 
speaker / 
Surround 
speaker

Center channel Center channel

2-way bass 
reflex

2-way bass 
reflex

2-way bass 
reflex

2-way bass 
reflex

2-way bass 
reflex

2-way bass 
reflex

1’’vented tweeter 
with a fabric 
dome

1’’vented tweeter 
with a fabric 
dome

1’’vented tweeter 
with a fabric 
dome

1’’vented tweeter 
with a fabric 
dome

1’’vented tweeter 
with a fabric 
dome

1’’vented tweeter 
with a fabric 
dome

Dual 6.69’’  / 
17 cm woofers. 
Embossed paper 
cone with Thor’s 
Hammer

Dual 5.5»  / 
14 cm woofers. 
Embossed paper 
cone with Thor’s 
Hammer

Single 6.69’’ / 
17 cm woofer. 
Embossed paper 
cone with Thor’s 
Hammer

Single 5.5’’ / 
14 cm woofer. 
Embossed paper 
cone with Thor’s 
Hammer

Dual 5.5’’ / 
14cm woofers. 
Embossed paper 
cone with Thor’s 
Hammer

Quad 3.3’’  / 
8,4 cm woofers. 
Embossed paper 
cone with Thor’s 
Hammer

67Hz-21kHz 69Hz-21kHz 64Hz-25kHz 71Hz-22kHz 82Hz-21kHz 123Hz-21kHz

54Hz-28kHz 52Hz-28kHz 51Hz-30kHz 54Hz-29kHz 70Hz-31kHz 99Hz-30kHz

1629Hz 1733Hz 1530Hz 1700Hz 1562Hz 1770Hz

90dB 90dB 87.2dB 86.3dB 90.2dB 91.2dB

DESIGN

HF

LF

FREQUENCY 
RESPONSE (±3DB)

FREQUENCY RANGE  
IN BASS SECTION 
(-6DB)

CROSSOVER 
FREQUENCY

SENSITIVITY  
(2.83V/1M)

STUDIO7 TECHNICAL SPECIFICATIONS

4 Ω 4 Ω 4 Ω 4 Ω 4 Ω 4 Ω

MDF MDF MDF MDF MDF MDF

Bass reflex Bass reflex Bass reflex Bass reflex Bass reflex Bass reflex

Single  
Binding Posts

Single  
Binding Posts

Single  
Binding Posts

Single  
Binding Posts

Single  
Binding Posts

Single  
Binding Posts

85,5x23x38 cm 80,5x20Lx34 cm 36,5x23x38 cm 32x20x34 cm 18x54x23 cm 12,5x60x17,1 cm

33.6x9x15 in. 31.7x7.9x13.4 in. 14.4x9x15 in. 12.6x7.9x13.4 in. 7x21.3x9 in. 4.9x23.6x6.3 in.

17,93 kg
39.5 lbs

12,32 kg
27.2 lbs

8,37 kg
18.5 lbs

5,93 kg
11 lbs

7,85 kg
17.3 lbs

6,32 kg
13.9 lbs

Blue fjord vinyl
Grey cloud vinyl

Blue fjord vinyl
Grey cloud vinyl

Blue fjord vinyl
Grey cloud vinyl

Blue fjord vinyl
Grey cloud vinyl

Blue fjord vinyl
Grey cloud vinyl

Blue fjord vinyl
Grey cloud vinyl

Metal spikes (8), 
rubber feet (8)

Metal spikes (8), 
Rubber feet (8) Rubber feet (8) Rubber feet (8)

Wall mounting 
brackets

IMPEDANCE

ENCLOSURE  
MATERIAL

ENCLOSURE TYPE

INPUTS

DIMENSIONS  
OF THE PRODUCT
(H x W x D)

DIMENSIONS  
OF THE PRODUCT  
(H x W x D)

PRODUCT WEIGHT 
KG/LBS

FINISH

INCLUDED 
ACCESSORIES

OPTIONAL
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1968 
Jamo is founded  
by Preben Jacobsen  
& Julius Mortensen

1978
Over one million  
speakers rolled off  
the Glyngøre state  
of the art assembly line

1992
Jamo is the world’s first  
loudspeaker manufacturer  
to receive ISO 9001 certification

1994
Jamo becomes the leading 
loudspeaker manufacturer  
in Europe and the first  
EMEA company to produce  
a THX certified speaker

1997
Jamo Concert receives  
the speaker of the year  
award in Europe

2005
Klipsch Group Inc.  
acquires Jamo as part  
of its global growth strategy

2008
Thre brand’s flagship floorstanding 
speaker, the Jamo R909 is named  
the best high-end speaker  
of the year in Europe

2017
The Studio 8 series range  
innovates with metal brackets  
located on the top of the cabinet. 
They serve as a connection point  
for the Dolby Amos S 8 1TM speaker

2019
Studio 8 S809 HCS speakers  
win the prestigious EISA  
“Best buy Home Theater  
Speaker System award”

2022
Rebirth of Jamo and launch  
of the Studio7 series

JAMO HISTORY
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jamo.com


